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Bus shelter with bench h140_347
Metal bus shelter with space for advertising panel and notice board for inserting communications, notices and schedules.
Dimensions: W312 x D177 x H264 cm

Bus shelter with colored bench, space for advertising panels and notice board for inserting notices.

Structure composed of 2 lateral supports in galvanized steel measuring: W80 x D3 x H100 cm and 1 central support in
rectangular tube measuring: W20 x D1.5 x H100 cm. All three supports are complete at the base with galvanized sheet
plates for fixing to the ground.

Upper part composed of 3 arches, 2 of which with decorative engraving in 80/10 thick galvanized sheet, connected to each
other via round galvanized steel tube purlins (diam. 60x2 mm in the lower part and 40x1.5 mm in the upper part) provided at the
ends with PVC caps.

On the right side, there is a space for advertising panels with 15/10 thick galvanized steel wall and book-style opening door
with steel profiles and reading window in transparent impact-resistant polycarbonate, suitable for outdoor use, UV
resistant (4 mm thickness) and also complete with key lock.

The left part instead features a space for notices, schedules and communications, also with 15/10 thick galvanized steel wall,
with the same type of door but also equipped with internal lighting (220 V. 50 Hz) with 2 ceiling lights on both sides and a neon
lamp (21W). This lighting turns off automatically when the door is opened. The lighting system features wiring with compliant
cabling and a cable with an outlet at the floor level base, to allow connection to public lighting.

The roof is in polycarbonate and features on the front a removable sheet metal plate for inserting the stop name and on
the back, a gutter for collecting and draining rainwater.

Finally, the shelter is complete with a bench with galvanized steel sheet supports and a galvanized steel seat and
backrest.

Fixing is done via concrete foundation and anchoring with brackets positioned using a specific template (not supplied).
Therefore, it is recommended to have a local qualified technician evaluate the type of foundation suitable for the soil
characteristics.

The materials used for the production of this product undergo special treatments, in particular: they are subjected to
degreasing by spray washing, dried in a dryer, subjected to a first painting phase with an anti-corrosion thermosetting powder
primer, subjected to a first oven baking for 15 minutes at 180°, second painting with thermosetting powder based on polyester
resins and finally final oven baking for 20 minutes at 160°. The product is therefore very resistant, robust and durable.

Technical characteristics:

● Total dimensions: W312 x D177 x H264 cm
● Bench dimensions: W135 x H43 cm
● Right space dimensions for advertising panel: W140 x H200 cm
● Left space dimensions for inserting notices and communications: W140 x H100 cm
● Material: metal
● Notice board with 220 V and 50 Hz lighting with 2 ceiling lights and 21 W neon lamp
● With instructions and assembly Kit with steel hardware
● Quality management system compliant with the standard UNI EN ISO 9001:2015



● Welding management system compliant with the standard UNI EN ISO 3834-4:2006
● “Transformation Center” certificate compliant with Ministerial Decree 14 January 2008 “Technical Standards for

Construction”
● CE marking according to standard EN 1090-1:2009 in execution class EXC1

Options:

● Shelter template - For fixing the shelter it is necessary to purchase the template.

INFORMATION

● Larghezza in millimetri 3120.0000
● Altezza in millimetri 2640.0000
● Profondità in millimetri 1770.0000
● Material metal
● Typology Con gronda


