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Bus stop shelter with advertising panel h140 348

Bus wait shelter with bench and space for advertising panel. Dimensions: W321 x D180 x H250 cm

Metal bus stop shelter, with 5 mm thick polycarbonate roof, material particularly suitable for outdoor use, unbreakable and
UV resistant. The front part of the cover features a strip where PVC stickers with the name of the stop can be applied, while the
rear part is provided with a gutter for rainwater collection and drainage.

The supporting structure consists of 3 rear uprights in 114x3 mm diameter galvanized steel round tube, one front upright in
80x2 mm diameter galvanized steel round tube and upper arches also in 80x2 mm diameter galvanized steel. All uprights have
80/10 thick galvanized sheet metal plates at the base for ground fixing.

The rear walls are made of 30/10 thick galvanized steel frames with transparent laminated glass (4+4 mm thickness)
inserted into the frames via gaskets and supported by galvanized steel glass stops.

The left wall features a double-sided display case in 20/10 thick galvanized steel with a central sheet metal divider panel and
2 doors with transparent laminated glass (4+4 thickness) and galvanized steel profiles. The doors can be opened and closed
via a keyed lock. In addition, the display case is equipped with 220 V and 50 HZ internal lighting with 2 LED ceiling lights, 1 in
the front and 1 in the back with an automatic shut-off system, compliant wiring and cabling, plus a power cable with an output
at the base for connection to public lighting.

The shelter is also supplied with a bench with galvanized sheet metal supports (50/10 thickness) and galvanized steel seat and
backrest (diam 20x1.5 mm).

Fixing is to the ground through perforated plates at the base of the shelter.

The materials used for the production of this product undergo special treatments, in particular: they are degreased by
spray washing, dried in a dryer, subjected to a first painting phase with anti-corrosive thermosetting powder primer, subjected to
a first oven baking for 15 minutes at 180°, second painting with thermosetting powder based on polyester resins and finally a
final oven baking for 20 minutes at 160°. The product is therefore very resistant, robust and duraturo.

Technical features:

 Total dimensions: W321 x D180 x H250 cm

e Bench dimensions: L150 x H47 cm

Right space dimensions for advertising panel: W99 x H135 cm

Material: metal

With instructions and mounting kit with steel screws and bolts

Display case with 220 V and 50 Hz lighting consisting of white LED ceiling lights, with nominal power 12 W/each and
luminous flux 1200 Im

e Quality management system compliant with the standard UNI EN ISO 9001:215

« Welding management system compliant with the standards UNI EN 1SO 3834-4:2006

e “Transformation Center” certificate compliant with M.D. 14 January 2008 “Technical Standards for Construction)
e CE marking according to the standard EN 1090-1:2009 in execution class EXC1

INFORMATION

e Larghezza in millimetri 3210.0000
¢ Altezza in millimetri 2500.0000



e Profondita in millimetri 1800.0000
o Material metal
» Typology Con gronda



