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Cantilevered bus shelter h140 342

Galvanized steel bus shelter, with bench. Dimensions: W.321 x D. 151 x h. 243 cm.

Structure of the bus waiting shelter consisting of two vertical uprights made of 100x100x2 mm galvanized steel square
tube; each single upright is complete with a base plate, made of 8 mm thick galvanized sheet metal and provided with circular
holes for the passage of threaded anchor bolts anchored to the concrete foundation. The vertical uprights are consolidated to
the plates through stiffening triangles, welded between the base plate and the load-bearing structures, in 8 mm thick
galvanized sheet metal. N. 4 shaped upper arches, in 5 mm thick galvanized sheet metal obtained by high-definition plasma
cutting, connected to each other by horizontal crossbeams in 80x80x2 mm galvanized steel square tube. Each crossbeam is
characterized by shaped terminals in galvanized steel.

Back wall consisting of 2 crossbeams (upper and lower) in 50x50x2 mm galvanized steel square tube. Central module
consisting of galvanized sheet metal box; lateral modules in 4+4 mm thick transparent laminated glass with polished edges,
inserted in a specific frame with appropriate perimeter seals and supported by 1.5 mm thick galvanized steel glass retainers.

Roof made of smoked compact polycarbonate, unbreakable, UV-protected and particularly suitable for the exterior, 5 mm
thick. The roof is characterized, at the front and back, by a gutter, formed by a specific shaping of the panel, for the collection
and drainage of rainwater.

The comfortable bench, consisting of 2 supports, harmonized with the upper arches, in galvanized sheet metal obtained by
high-definition plasma cutting; both supports are connected to each other by a crossbeam in 50x50x1.5 mm galvanized steel
square tube. Base plates, welded to the supports, made of galvanized sheet metal; both plates are provided with circular holes
for fixing to the ground. Seat consisting of 12 profiles in @ 20x1.5 mm galvanized steel round tube, complete with spherical head
PVC end caps.

The standard finish for this product is gunmetal (steel parts). The painting technique used for the galvanized steel structure is
thermosetting powders with oven baking.

Technical Features:

o Structure material: galvanized steel

o Color of steel parts: gunmetal

e Dimensions: W. 321 x D 151 x h 243 cm

e Bench dimensions: W 150 x h 43 cm

¢ Roof in smoked compact polycarbonate

o Galvanized steel bench

o Supplied in assembly kit with steel screws and instructions for assembly and ground fixing
o Provided with CE marking according to EN 1090-1:2009 in execution class EXC1

Optional:
o Template for shelter - For fixing the shelter it is necessary to purchase the template

*Upon prior quotation, it is possible to request a different finish among various RAL options.
*Image purely indicative.

INFORMATION



e Larghezza in millimetri 3210.0000
e Altezza in millimetri 2430.0000
e Profondita in millimetri 1510.0000



